
Diffusalux II
A new range of T8 fluorescent
luminaires with single and 
twin lamp options
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Diffusalux - our best selling range of
surface fluorescent luminaries packed
complete with diffusers in one carton
has been completely redesigned 

The new range now offers a more contemporary
looking luminaire, whilst retaining the two most
popular versions in 1200mm, 1500mm and
1800mm lengths:

• For the majority of interior applications, the 
standard ‘General Purpose’ version is the ‘best 
value’ choice. Its attractive, neat appearance, 
combined with good performance and simple 
installation make it the ideal lighting solution for 
cost conscious users. 

• The ‘College’ luminaire, with its rigidly fixed 
polycarbonate diffuser held in place by screw on
end caps and full length cover plate to mask all 
internal wiring and control gear (handy if 
unskilled staff are changing lamps) is ideal for 
educational establishments.

The new Diffusalux II incorporates some 
exciting ‘firsts’: 

• A smooth, curved appearance for 
enhanced aesthetics

• A wider, shallower spine to make it neater 
and lighter.

• Sleek curved diffusers specially engineered to 
improve lighting performance.

• Improved installation features including 
‘horseshoe’ fixings for easier mounting 
Diffusalux II provides office and school users 
with a simple, inexpensive, but well-designed 
and good looking luminaire.
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Installation/Mounting
Dimensions

1. Screw on end cap for maximum security and 
vandal resistance 

2. Lamps (not supplied), gear cover, body with 
removable/hingable white painted gear tray and
prismatic curved diffuser

3. Fix the screw into the ceiling

4. Put the luminaire over the screw

5. The rubber washer is then placed over the screw

6. Slide the horseshoe washer into place and 
tighten to secure into the ceiling

1. 2.

4.

5. 6.

Installation for College version

Installation/Mounting

Fixing hole 
(one at each end)

78

217

Fixing centres (A) 
36W 1200 58W 1500 70W 1550
Length
36W 1262 58W 1562 70W 1826

T8 (T26)

600

A
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High performance surface
fluorescent luminaire for general
purpose applications 

General Purpose

• Appealing curved shape and smooth surface 
areas mean dust does not settle on product

• A common body width for single and twin T8 
(T26) lamps in 1200mm, 1500mm and 
1800mm lengths. T5 (T16) lamp versions 
available to order

• Choice of two lighting distributions: opal diffuser 
for general light distribution or clear prismatic for
specific light control 

• Light control is enhanced through the curved 
shape and shallow profile and the white painted 
gear tray gives high light output ratios  

• Choice of high frequency electronic or switchstart
control gear

• Fast and easy installation and cleaning 

• Optional self-adhesive gasket improves 
body/ceiling dust seal

• Integrated emergency lighting versions available 
(Manual test)

• IP40 when surface mounted

Lamps
36, 58, 70W T26 (FD) linear fluorescent. 

Cap: G13

Materials/Finish
Body: white prepainted steel
End caps: polycarbonate
Diffuser: precision extruded clear prismatic or opal
styrene. Polycarbonate for emergency versions.

Installation/Mounting
Ceiling mounting or conduit suspension possible.
Twin versions can be suspended via wire.
Additionally single lamp HF versions can be
suspended with counter balance accessory. Cable
entry holes (19mm Ø) in the centre of the back
spine. Optional cable entry through each end cap.
Fitting supplied with end cap sealing grommets
and innovative ‘quick-fix’ horseshoe sliding
washers for direct screw fixing to surface.
Standard BESA fixings. 2 x 2 x 2.5mm2 piano key
terminal block suitable for easy and quick looping. 

Standards
Designed and manufactured to comply with 
EN 60598. Emergency versions: EN 60598-2.22 

Class I electrical IP20 (IP40 when surface
mounted)          (Emergency version CE only)
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General Purpose Lamp(s) to be ordered separately
Description Ilcos Code Socket Wt (Kg) Cat No.  

G Type Prismatic - T8 SwitchStart
DIFFUSALUX II G 1X36W T26 PS CL FD G13 3.8 DLUX2GCS136
DIFFUSALUX II G 2X36W T26 PS CL FD G13 4.4 DLUX2GCS236
DIFFUSALUX II G 1X58W T26 PS CL FD G13 4.7 DLUX2GCS158
DIFFUSALUX II G 2X58W T26 PS CL FD G13 5.6 DLUX2GCS258
DIFFUSALUX II G 1X70W T26 PS CL FD G13 5.9 DLUX2GCS170
DIFFUSALUX II G 2X70W T26 PS CL FD G13 6.8 DLUX2GCS270

G Type Prismatic - T8 High Frequency
DIFFUSALUX II G 1X36W T26 HF PS CL FD G13 3.5 DLUX2GCZ136
DIFFUSALUX II G 2X36W T26 HF PS CL FD G13 3.6 DLUX2GCZ236
DIFFUSALUX II G 1X58W T26 HF PS CL FD G13 3.8 DLUX2GCZ158
DIFFUSALUX II G 2X58W T26 HF PS CL FD G13 3.9 DLUX2GCZ258
DIFFUSALUX II G 1X70W T26 HF PS CL FD G13 4.6 DLUX2GCZ170
DIFFUSALUX II G 2X70W T26 HF PS CL FD G13 4.7 DLUX2GCZ270

G Type Prismatic - T8 High Frequency - Emergency version
DIFFUSALUX II G 1X36W T26 HF PC CL E3 FD G13 5.1 E3DLUX2GCZ136
DIFFUSALUX II G 2X36W T26 HF PC CL E3 FD G13 5.2 E3DLUX2GCZ236
DIFFUSALUX II G 1X58W T26 HF PC CL E3 FD G13 5.7 E3DLUX2GCZ158
DIFFUSALUX II G 2X58W T26 HF PC CL E3 FD G13 5.8 E3DLUX2GCZ258
DIFFUSALUX II G 1X70W T26 HF PC CL E3 FD G13 6.5 E3DLUX2GCZ170
DIFFUSALUX II G 2X70W T26 HF PC CL E3 FD G13 6.6 E3DLUX2GCZ270

G Type Opal - T8 SwitchStart 
DIFFUSALUX II G 1X36W T26 PS OP FD G13 3.8 DLUX2GOS136
DIFFUSALUX II G 2X36W T26 PS OP FD G13 4.4 DLUX2GOS236
DIFFUSALUX II G 1X58W T26 PS OP FD G13 4.7 DLUX2GOS158
DIFFUSALUX II G 2X58W T26 PS OP FD G13 5.6 DLUX2GOS258
DIFFUSALUX II G 1X70W T26 PS OP FD G13 5.9 DLUX2GOS170
DIFFUSALUX II G 2X70W T26 PS OP FD G13 6.8 DLUX2GOS270

G Type Opal - T8 High Frequency
DIFFUSALUX II G 1X36W T26 HF PS OP FD G13 3.5 DLUX2GOZ136
DIFFUSALUX II G 2X36W T26 HF PS OP FD G13 3.6 DLUX2GOS236
DIFFUSALUX II G 1X58W T26 HF PS OP FD G13 3.8 DLUX2GOS158
DIFFUSALUX II G 2X58W T26 HF PS OP FD G13 3.9 DLUX2GOS258
DIFFUSALUX II G 1X70W T26 HF PS OP FD G13 4.6 DLUX2GOS170
DIFFUSALUX II G 2X70W T26 HF PS OP FD G13 4.7 DLUX2GOS270

G Type Opal - T8 High Frequency - Emergency version
DIFFUSALUX II G 1X36W T26 HF PC OP E3 FD G13 5.1 E3DLUX2GOZ136
DIFFUSALUX II G 2X36W T26 HF PC OP E3 FD G13 5.2 E3DLUX2GOZ236
DIFFUSALUX II G 1X58W T26 HF PC OP E3 FD G13 5.7 E3DLUX2GOZ158
DIFFUSALUX II G 2X58W T26 HF PC OP E3 FD G13 5.8 E3DLUX2GOZ258
DIFFUSALUX II G 1X70W T26 HF PC OP E3 FD G13 6.5 E3DLUX2GOZ170
DIFFUSALUX II G 2X70W T26 HF PC OP E3 FD G13 6.6 E3DLUX2GOZ270
PS - Polystyrene, PC - Polycarbonate, OP - Opal diffuser, CL - Clear diffuser, 
E3 - Manual 3 hour emergency. T5 (T16) versions available to order

Attachments
Description Cat No.
WIRE SUSPENSION KIT (1M) DLUX2WS1
SEALING GASKET BODY/CEILING DLUX2SG
BALANCING WEIGHT 1X28/36W DLUX2BW36
BALANCING WEIGHT 1X35/49/58W DLUX2BW58
BALANCING WEIGHT 1X70W DLUX2BW70
Balancing weights are only needed when single lamp luminaires 
are to be suspended (Single lamp, switchstart versions are not 
possible to balance)
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High performance surface
fluorescent luminaire for schools,
colleges and other educational
establishments

College

• Clear prismatic diffuser in tough polycarbonate 
for specific light control and impact resistance 
(rigidly held in place by screwed on 
polycarbonate end caps for improved diffuser 
security and vandal/impact resistance.

• Full length integral gear cover to protect 
maintenance staff from electrical contact

• A common body width for single and twin 
T8 (T26) lamps. T5 (T16) lamp versions 
available to order. Appealing curved shape and 
smooth surface areas mean dust does not settle 
on product.

• Asymmetric versions available for illuminating 
corridors - see back page for details

• Choice of high frequency electronic or switchstart
control gear. Digital dimming to order.

• Fast and easy installation and cleaning. 
Replacement gear trays available.

• Sealed to IP44 (splash proof) Optional 
self-adhesive gasket improves body/ceiling 
dust seal.

• Integrated emergency lighting versions available 
(including SelfTest)

Lamps
36, 58, 70W T26 (FD) linear fluorescent. 

Cap: G13

Materials/Finish
Body: white prepainted steel
End caps: polycarbonate
Diffuser: precision extruded opal polycarbonate

Installation/Mounting
Ceiling mounting or conduit suspension possible.
Twin versions can be suspended via wire.
Additionally single lamp HF versions can be
suspended with counter balance accessory. 
Cable entry holes (19mm Ø) in the centre of the
back spine. Optional cable entry through each end
cap. Fitting supplied with sealing grommets and
innovative ‘quick-fix’ horseshoe sliding washers for
direct screw fixing to surface. Standard BESA
fixings. 2 x 2 x 2.5mm2 piano key terminal block
suitable for easy and quick looping.

Standards
Designed and manufactured to comply with 
EN 60598 Emergency versions to EN 60598-2.22 

Class I electrical    IP44  
(Emergency version CE only)
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College Lamp(s) to be ordered separately
Description Ilcos Socket Weight Cat No. Cat No. (SelfTest)

Code (Kg)

Type Prismatic - T8 SwitchStart 
DIFFUSALUX II C 1X36W T26 PC CL FD G13 4.4 DLUX2CCS136
DIFFUSALUX II C 2X36W T26 PC CL FD G13 5 DLUX2CCS236
DIFFUSALUX II C 1X58W T26 PC CL FD G13 5.3 DLUX2CCS158
DIFFUSALUX II C 2X58W T26 PC CL FD G13 6.2 DLUX2CCS258
DIFFUSALUX II C 1X70W T26 PC CL FD G13 6.5 DLUX2CCS170
DIFFUSALUX II C 2X70W T26 PC CL FD G13 7.4 DLUX2CCS270

C Type Prismatic - T8 High Frequency
DIFFUSALUX II C 1X36W T26 HF PC CL FD G13 4.1 DLUX2CCZ136
DIFFUSALUX II C 2X36W T26 HF PC CL FD G13 4.2 DLUX2CCZ236
DIFFUSALUX II C 1X58W T26 HF PC CL FD G13 4.4 DLUX2CCZ158
DIFFUSALUX II C 2X58W T26 HF PC CL FD G13 4.5 DLUX2CCZ258
DIFFUSALUX II C 1X70W T26 HF PC CL FD G13 5.2 DLUX2CCZ170
DIFFUSALUX II C 2X70W T26 HF PC CL FD G13 5.3 DLUX2CCZ270

C Type Prismatic - T8 High Frequency - Emergency version
DIFFUSALUX II C 1X36W T26 HF PC CL E3 FD G13 5.7 E3DLUX2CCZ136 E3STDLUX2CCZ136
DIFFUSALUX II C 2X36W T26 HF PC CL E3 FD G13 5.8 E3DLUX2CCZ236 E3STDLUX2CCZ236
DIFFUSALUX II C 1X58W T26 HF PC CL E3 FD G13 6.3 E3DLUX2CCZ158 E3STDLUX2CCZ158
DIFFUSALUX II C 2X58W T26 HF PC CL E3 FD G13 6.4 E3DLUX2CCZ258 E3STDLUX2CCZ258
DIFFUSALUX II C 1X70W T26 HF PC CL E3 FD G13 7.1 E3DLUX2CCZ170 E3STDLUX2CCZ170
DIFFUSALUX II C 2X70W T26 HF PC CL E3 FD G13 7.2 E3DLUX2CCZ270 E3STDLUX2CCZ270

C Type Prismatic - T8 High Frequency Asymmetric Reflector 
DIFFUSALUX II C 1X36W T26 HF PC CL RAS FD G13 4.3 DLUX2CCZA136
DIFFUSALUX II C 1X58W T26 HF PC CL RAS FD G13 4.6 DLUX2CCZA158
DIFFUSALUX II C 1X70W T26 HF PC CL RAS FD G13 5.4 DLUX2CCZA170

C Type Prismatic - T8 High Frequency Asymmetric Reflector - Emergency version
DIFFUSALUX II C 1X36W T26 HF PC CL RAS E3 FD G13 5.9 E3DLUX2CCZA136 E3STDLUX2CCZA136
DIFFUSALUX II C 1X58W T26 HF PC CL RAS E3 FD G13 6.5 E3DLUX2CCZA158 E3STDLUX2CCZA158
DIFFUSALUX II C 1X70W T26 HF PC CL RAS E3 FD G13 7.3 E3DLUX2CCZA170 E3STDLUX2CCZA170
PC - Polycarbonate, CL - Clear diffuser, RAS - Asymmetric reflector, E3 - Manual 3 hour emergency
High frequency digital dimming versions available to order

Attachments
Description Cat No.
WIRE SUSPENSION KIT (1M) DLUX2WS1
SEALING GASKET BODY/CEILING DLUX2SG
BALANCING WEIGHT 1X28/36W DLUX2BW36
BALANCING WEIGHT 1X35/49/58W DLUX2BW58
BALANCING WEIGHT 1X70W DLUX2BW70
Balancing weights are only needed when single lamp luminaires 
are to be suspended (Single lamp, switchstart versions are not 
possible to balance)

diffusaluxiia5_d.qxd  15/3/05  12:26 pm  Page 7



Head Office
Thorn Lighting Limited
Silver Screens, Elstree Way, Borehamwood, 
Hertfordshire WD6 1FE, United Kingdom
Tel: (44) 20 8732 9800
Fax (44) 20 8732 9801
E-mail: brochures@thornlight.com

www.thornlighting.co.uk

Thorn Lighting Limited is constantly developing and improving its products. All descriptions, illustrations, drawings and specifications in this
publication present only general particulars and shall not form part of any contract. The right is reserved to change specifications without prior
notification or public announcement. All goods supplied by the company are supplied subject to the company’s General Conditions of Sale, 
a copy of which is available on request.
Publication No. 359(INT) Publication Date: 03/05

Width of corridor: 3m
Spacing of luminaires: 2.4m

2.7m

3m

Room height: 2.7m
Work plane: 0.75m
Maintenance factor: 0.85
Reflectance: C=70%, W=50%, 

F=20%
Cat No: DLUX2CCZ158
Lamp: 1X58W T8
Lumens: 5200
Lux: 400

Room height: 2.7m
Work plane: 0.75m
Maintenance factor: 0.85
Reflectance: C=70%, W=50%, 

F=20%
Cat No: DLUX2CCZA136
Lamp: 1X36W T8
Lumens: 3350
Lux: 203

Sample 
Lighting Layouts 

General area Corridor

E

E

E

Width of room: 7.5m
Length of room: 8m
E=Emergency versions
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